
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

Uniflux Schirle 
GmbH & Co. KG 
 

Plant 1 

Heilberger Straße 51 

D – 74426 Bühlerzell 

Tel. 

Fax 

Ema

il 

+49 7974 
1321 

+49 7974 
1470 

info@uniflux.de 

Your partner in the 

Non-destructive material testing 

www.uniflux.d
e 

OTHER ACCESSORIES FOR NON-DESTRUCTIVE 

MATERIALS TESTING 
Visit our website and find many more products on the topic: 
 

                        

Field Strength Meter UV Hand Lamp 

Mobile Crack Detector AC 

  According to DIN 54131, Part 1 

  for magnetic crack testing 

Mobile crack detector with AC 
 
For reliable surface crack inspection 
 
The mobile crack detector with AC operation is specially designed for magnetic surface crack testing. It 
impresses with its robust design, easy handling and precise current control – ideal for mobile use in 
workshops and production. 
 
 
Features: 

■ Stepless, electrical control of the test current – for precise adaptation to any test task 
■ Digital display of the test current on an easy-to-read measuring instrument 
■ Robust, powerful high-current generator for reliable continuous operation 
■ Sturdy solid sheet metal housing with non-slip handle – for safe handling even in mobile use 
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 Product 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Device Type Uniflux 
UF 

3000   4000      6000       8000          10000 

Alternating current: 
 
 

Max. test current       
Effectively A 3.000 4.000 6.000 8.000 10.000 

Test current control stepless stepless stepless stepless stepless stepless 

 
Operating data: 
 

      

Mains connection V 3 x 400 3 x 400 3 x 400 3 x 400 3 x 400 

Control voltage  15 15 15 15 15 

Open-circuit 
voltage 

V 16 13,6 13,6 16 20 

Power consumption KVA Approx. 
7.5 

Approx. 
58 

approx.5
8 

Approx. 
98 

Approx. 145 

Frequency Hz 50/60 50/60 50/60 50/60 50/60 
Duty cycle ED 30 % 30 % 30 % 30 % 30 % 

Dimensions: 
      

Length Mm     940 940 940 1500 1500 

Width Mm 450 450 450 800 800 

Height Mm 570 570 570 1250 1250 

Weight medical 
history 

250 250 300 600 650 

Order number  200 
-020-8 

200 
-020-9 

200 
-020 

200 
-020-1 

200 
-020-2 
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*Other voltages possible on request!! 
 
We supply the following for the Uniflux portable crack detectors:  
 

▪ flexible high-current cables   
▪ Magnetic electrodes  
▪ Foot switch  
▪ Test equipment pump 8 litres capacity  
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