
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Low Frequency Degaussing Coils 
The low-frequency demagnetization coil is designed in a robust stainless steel construction. 
 
 
The coil openings are quatratic. 
 
All demagnetization coils can be equipped with a conveyor belt. 

 
Your benefits: 
 

■ Low-frequency technology for particularly effective degaussing  

■ High penetration depth of the magnetic field for solid workpieces  

■ Suitable for AC and DC magnetized components  

■ Manual transport trolley for convenient workpiece handling  

■ Uniform workpiece guidance for reproducible results  

■ Robust construction made of high-quality stainless steel  

■ Transport trolley tray with drain plug  

 

Individual dimensions and special designs possible  

 

Low Frequency Degaussing Coils 

Low frequency demagnetization coils as 
accessories for magnetic crack testing. 
Possible with manual transport trolley. 
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TECHNICAL DATA 

 
  

Type EN 400 NF 

 

Coil opening 400 x 400 mm 

Connection 400 V AC / 16A 

Magnetic field strength 10 kA/m 

Current consumption 7.5 A 

Power consumption 3.4 kVA 

 

Order number 

 

100-060-7 

  

 

Manual transport trolley 

 

 

Coil opening With transport trolley: 400 x 340 mm 

Transport trolley height 850 mm 

Transport trolley rail length 2000 mm 

Usable width transport trolley 380 mm 

 

Order number 

 

100-060-2/2 

 
 
 
 
 
 
 
 
 
 
 
 

 
 
                    Field strength measuring                     device test specimen D250 
                       MFM 200.1                                               (according to Prof. Berthold) 
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Other accessories for non-destructive testing: 
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