
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

■ Lieferung komplett mit Akku und 

USB-Ladekabel 

 

 

 

 
for non-destructive magnetic particle 
crack testing  
 

Mobile test booth for magnetic 
particle crack testing 
 

Uniflux Schirle 
GmbH & Co. KG 
 

Werk 1 

Heilberger Straße 51 

D – 74426 Bühlerzell 

Tel. 

Fax 

Mail 

+49 7974 1321 

+49 7974 1470 

info@uniflux.de 

 

www.uniflux.de 

The Uniflux mobile inspection booth provides optimal conditions for fluorescent magnetic particle inspection of 

chains, lifting accessories, and other ferromagnetic components. Its effective shielding from ambient light 

enables the safe and reliable evaluation of inspection indications under UV illumination. 

The compact pop-up system enables rapid setup directly at the inspection site and 

creates a light-shielded inspection area for reliable UV inspections. 

Thanks to its low weight and compact packed dimensions, the booth can be 

transported easily and used at changing inspection locations. 

The tent roof can optionally be equipped with a roof opening. 
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Optimal inspection conditions wherever they are needed 
 
 

Flexible light shielding for mobile and stationary inspection applications 
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TECHNICAL DATA 

  

 Mobile Inspection Booth 

Dimensions  

Floor area ca. 1.200 mm x 1.200 mm 

Height ca. 2.050 mm 

Packed dimensions ca. 160 x 160 x 820 mm 

Weight ca. 10 Kg 

Setup time A few minutes 

Application Indoor and outdoor use 

  

Order No.: 200-002-500 
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www.uniflux.de 

Accessories 
 
 
 
 
 
 
 
 
Handlamp: LED5000-KIT         Inspection Medium: Uniflux 851 Concentrate                   Measuring Equipment: Inspection Test Kit Case 

OrderNr.: 200-001                              OrderNr.:: 100-044 (5Liter-Kanister)                      OrderNr.:: 100-042 

           OrderNr.:: 100-045 (1Liter-Flasche)   

 
 

Setup in three Steps 
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